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Section 4: Flight Operations Using the Firesock

Using the Firesock

Attaching a Firesock to a Bambi bucket.

The Firesock, when attached to the bottom of a Bambi bucket, makes the bucket a more effective tool by
increasing the aeration of the foam when using a Sacksafoam injection system. The Firesock breaks down
water droplets (thereby increasing the exposed surface area) when using straight water. This simple design
allows for improved coverage and increased drop accuracy as well as wider and longer drop patterns. To
use your Firesock, simply attach the quick connect links onto the bottom chain and it’s ready for action.

When finished using it, make sure to:

 Inspect the Firesock for damage and make repairs.
» Clean the Firesock using fresh water.
» Store the Firesock, attached to the Bambi bucket, ensuring both are dry.

The Firesock is included with new Bambi buckets (9011 models and above) at no extra charge.
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Section 4: Flight Operations Dumping the Bucket

Dumping the Bucket

Introduction

To dump water from the bucket, simply hit the dump switch once and the rest is automatic. The weight of
the water inside the bucket will cause the fabric dump valve to turn inside-out through the bottom of the
bucket, thereby giving obstruction-free passage to the escaping water and producing the best possible dump
pattern.

Important Note

When dumping the larger buckets (models 2024 and up), you may notice that the dump valve does
not fully return after release. The valve will return as soon as the bucket is immersed again in wa-
ter. To ensure this, when filling, hit the dump switch again when the suspension lines are slack
and before lifting out.

Dump Pattern

The dump pattern is affected by height and airspeed. Itis most concentrated at lower altitudes and at a hover.
The pattern will spread with height and speed. Most operators take advantage of these characteristics to
maximize their assault on the fireline.

Warning

Ensure that ground personnel are clear from the dumping zone. Failure to do so could result in
serious personal injury.

Dump Speed

Make dumps at slower speeds before progressing to faster dumps to get familiar with the flight characteris-
tics, while dumping, from your particular helicopter.
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Section 4: Flight Operations Landing

Landing

The recommended landing procedure allows the bucket to touch down ahead of the helicopter and then
maintain tension on the suspension lines by backing up slightly, thereby keeping the control head at an angle

while landing.

Caution

To avoid damage to helicopters with low skids, never land on a vertical control head. This could
damage the helicopter and/or the control head. The head is approximately 24" (610 mm) in length.

Do not release the control head from the cargo hook while hovering. At height, this could damage the con-
trol head. Land as normal and then detach the control head or hover at approximately two feet and then re-

lease the head.

Caution

If the control head has experienced a severe impact, it is necessary to visually examine the top
square lug of the control head base casting to determine if it has been bent or otherwise damaged.
This examination requires the unbolting and removal of the cast yoke surrounding the lug.

The bottom suspension lugs should be examined for damage as well.

Do not drag the Bambi over rough surfaces when landing or ground handling. This will damage the bucket
shell.

Caution

If the stub is damaged, the control head base casting requires replacement. Operating with a dam-
aged top stub could result in failure of the attachment point and unintentional release of the bucket.
If any control head damage has occurred, the Bambi bucket should not be flown.
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Section 5: Packing and Storage Packing and Storing

Section 5: Packing and Storage

Packing and Storing

Packing the Bucket

1. Collapse the IDS by pushing the hub into the bucket.

2. Grab the control head and pull the suspension lines taut.
Tape the lines together in two bunches.
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Section 5: Packing and Storage Packing and Storing

3. Insert the operations manual and control head into the storage bag.

4.  Gather the suspension lines into a coil and stow
inside the bucket. Place the control head outside
of the bucket to prevent the possibility of the lines
tangling.

5. Avoid any sharp folds along the base of the shell
as this protects the shell from delamination which
can occur if the Bambi bucket is stored for a long
period of time.
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Section 5: Packing and Storage Packing and Storing

6. Place the control head bag on top of the collapsed
bucket.

7. Roll the bucket into a bundle and wrap with the straps
supplied.

8.  Take the carrying bag and drape it over the
bucket.
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Section 5: Packing and Storage Packing and Storing

9. Roll the bucket over and insert the bucket and Firesock into
the bag.

The Bambi bucket carrying bag makes a suitable shipping container when shipping via airfreight. Because
of the compactness of the Bambi, many operators carry it aboard the helicopter, at all times, during the fire
season. This allows for rapid deployment when required.
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Section 6: Specifications and Parts Capacity and Weight Specifications

Section 6: Specifications and Parts

Capacity and Weight Specifications

Bambi Capacity Gross Weight Empty Weight
Model | \vip Gal | USG Gal | Liters | Ib kg Ib kg
6072 60 72 270 670 300 70 32
8096 80 96 360 880 400 83 38
8096S 80 96 360 880 400 81 37
9011 90 110 410 980 450 83 38
1012 100 120 460 1100 490 85 39
1012S 100 120 460 1100 490 83 38
1214 120 140 550 1300 580 85 39
1214S 120 140 550 1300 580 83 38
1518 150 180 680 1600 720 89 40
1821 180 210 820 1900 860 91 41
2024 200 240 910 2100 970 130 60
2024S 200 240 910 2100 970 130 58
2226 220 260 1000 2300 1100 140 64
2226S 220 260 1000 2300 1100 140 63
2732 270 320 1200 2800 1300 150 68
2732S 270 320 1200 2800 1300 150 67
320C 270 320 1200 2800 1300 140 64
3542 350 420 1600 3700 1700 150 68
420B 350 420 1600 3700 1700 140 64
4453 440 530 2000 4600 2100 180 82
5566 550 660 2500 5800 2600 250 110
680K 570 680 2600 5900 2700 230 100
6578 650 780 3000 6800 3100 320 150
7590 750 900 3400 7900 3600 360 160
HL4000 880 1100 4000 9200 4200 380 170
HL5000 1100 1300 5000 11000 5200 400 180
HL7600 1700 2000 7600 17000 7800 460 210
HL9800 2200 2600 9800 22000 | 10000 530 240

Note: Capacities and weights are accurate to within 5%. Specifications subject to change. Check original
control head nameplate.
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Section 6: Specifications and Parts Capacity and Weight Specifications

Caution

The selection of a Bambi bucket model for a specific aircraft is dependent on many factors
including aircraft weight, fuel weight, operation elevation and atmospheric conditions.

The helicopter operator must select a bucket model which is appropriate for their specific
situation.

The operator must also ensure that the bucket selected does not pose a tail rotor strike hazard.
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Section 7: Warranty

Section 7: Warranty

SEI Industries Ltd. (the company) agrees to grant a warranty for a period of one year from the date of purchase of Bam-
bi bucket systems on the following conditions:

a) The company’s sole obligation under this warranty is limited to repairing or replacing, at the company’s sole discre-
tion, any product shown to be defective.

b) The company’s products are not guaranteed for any specific length of time or measure of service, but are warranted
only to be free from defects in workmanship and material for a period of one year to the original purchaser.

¢) To the extent allowable under applicable law, the company’s liability for consequential and incidental damages is
expressly disclaimed. The company’s liability in all events is limited to and shall not exceed, the purchase price
paid.

d) This warranty is granted to the original purchaser of Bambi bucket systems and does not extend to a subsequent
purchaser or assignee.

e) The company must receive notification in writing of any claims of warranty from the original purchaser which must
give details of the claimed defect in the product.

f) Where the original purchaser is claiming under warranty, the product must be returned to the company for inspection
with all transportation and duty charges prepaid.

g) The warranty does not extend to any product that has been accidentally damaged, abraded, altered, punctured,
abused, misused or used for a purpose which has not been approved by the company.

h) This warranty does not apply to any accessories used with the product that are not supplied by the company and any
warranty on such accessories must be requested from the manufacturer or dealer of the accessories.

i) In the event the original purchaser does not give notice of a warranty claim, within one year of the original purchase
of the product, it is understood that the purchaser has waived the claim for warranty and the purchaser and/or any sub-
sequent purchaser must accept the condition of the product, without warranty.

j) Any technical information supplied by the company regarding the product is not a condition of warranty but rather
is information provided by the company to the best of its knowledge.

k) There are no implied warranties nor is there any warranty that can be assumed from any representation of any person,
except the company itself.

Exclusions

1) This warranty is void if the product is not installed, used and/or maintained in accordance with the operations manual
supplied by SEI.

m) All Bambi buckets are designed and manufactured with substantial safety margins. It is the responsibility of the
user to ensure that the bucket is maintained to a safe standard.
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